
Detectable warning 
dimensions:

Clear level ground 
space dimensions:

Pushbutton 
height

42 in.

48 in. max

A
P

M

Directional 
arrow parallel 
to crosswalk

A P M

Crosswalk 

longitudinal 

length

8 ft. m
in.

6 ft. m
in.A

M

Distance between 

crosswalk lines12–60 in. wide gap, 

not exceeding 2.5x 

width of white lines

M

Width of crosswalk lines12–24 in. wide

M

Detectable 

warning to 

curb line

6–8 in.
A

4 ft. m
in.

P

2 ft.

A P

Sidewalk width
4 ft. min. continuous pedestrian access route

P

Button to curb line
0–10 ft.

1.5–6 ft.

A
P M

Pushbutton to 

crosswalk line

0–5 ft.

A P M

4 ft. m
in. 

clearance 

around 

obstructions
P

36 in. min.
32 in. min.

A
P

At least as 
wide as 
curb ramp
54 in. min.

A

P

This map shows various installation requirements 
as advised by ADAAG, PROWAG and MUTCD for 
a standard mid-block crosswalk with a curb 
ramp and pedestrian pushbutton.

Use the legend below with the map 
to reference a particular dimension 
requirement and the standard it 
originates from.

Legend and sources:

Americans with Disabilities Act 
Accessibility Guidelines (ADAAG)

Public Rights of Way Accessibility 
Guidelines (PROWAG)

FHWA Manual of Uniform Traffic 
Control Devices (MUTCD)
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